
Installation Instructions

ver 1.4

Important Safety Informatioin

•Do not install device behind metal objects, 
  which will affect wireless signal transmission
 •Complies to Australian Standards
  AS/NZS 60669.2.1:2013 with AS/NZS 
  60669.1:2013 (IEC 60669-2-1 Ed. 4.1 MOD 
with IEC 60669-1 Ed.3.2 MOD).
•No user serviceable parts inside.
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CONNECTION DIAGRAM

Smart Daylight
Sensor

Product Code: 
SL02AB-BH

FEATURES
• The light Sensor module is set up via the KASTA APP.
• Enable / Disable Automatic Daylight Harvesting Mode.
• When Disabled: Manual Dimming Up/Down using KASTA APP.
• When Enabled: Can adjust Dimming Profile and Target Light Level via KASTA APP.
• Measures ambient light intensity.

FUNCTION SETUP
(Must be used in conjunction with KASTA Smart 1-10V dimmer) 

ADDING DEVICE TO MESH

Add sensor to BLE mesh network using APP see how to guide.

FACTORY RESET  

From ON state, turn OFF & ON three times at every 1-2 sec between. 

TECHNICAL SPECIFICATIONS

Supply: 220-240V~50/60Hz 

Operating Frequency: 2.4Ghz

Detection Angle: 45º

Operating Temp: -20ºc to 50ºc

Maximum Number of KASTA 1-10V Dimmers Per Sensor: 10

IP Rating: IP65

Dimensions: 125x51x44mm

APP Installation
Visit www.kasta.com.au or your app 
store to download the free KASTA app. 
iOS: requires iOS 9.0 or later. 
Android: requires Android 4.4 or later. 
Devices must support Bluetooth 4.0
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